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Key Features

Although ultrasound is above the audible range of the human ear,

® Transparent door offers viewing convenience mechanical noise often occurs when liquids are treated ultrasonically.
» Decibel rating can be lowered by 20-25dB This noise may be disturbing if the exposure lasts for prolonged
! periods of time. Branson Ultrasonics Corp. offers a Sonifier Sound

= Clamp can be placed at any height Enclosure to reduce the permeating mechanical noise produced by
» Document drawer and tool shelf ultrasonic processing. The enhanced features of this unit include:
& Easy to be cleaned

y Operating the Sonifier in the Enclosure can minimize mechanical noise
# Easy access to the coolant tubing

produced by ultrasonic processing. It has the ability to lower the
decibel rating by 20-25dB.
Sturdy cabinet that is lined .with waterproof, sound-abating material,
which is impervious to most solutions or laboratory regents and can be
easily cleaned.
Openings at the top and bottom of the Enclosure which allow for easy
access of either a microtip or cup horn.
Choice of six different neck fittings to accommodate the following
converters: @76, @70, @38, and @32.

+ Adijustability of sample position; they can be placed on a plate which
may be clamped on the column at any height.
Transparent door that enables viewing of the process while limiting
noise to an acceptable level.
Openings in the top of the Enclosure unit for coolant tubing.

External shelf which can accommodate wrenches, plus four % inch tips

and three % Sonotrodes. (Pic. 1)

Document storage drawer located on the left side of the unit. (Pic. 2)
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